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A (1 : 5) B (1:2)

Washer DIN 125A A430896-0800611
Socket head screw DIN 912 M8x20 A430844-0800-020610
Clevis connector 180°30897-001029
Clevis connector 90°30897-001148
Clevis connector 0°30897-001247
Webnet micro20261-0200-120 / 20261-0200-160 / 20261-0200-200 16
Rope assembly W1/W2/W3, Length b=?20814-0600-01/20814-0600-02/20814-0600-0345
Rope assembly W1/W2/W3, Length b=?20814-0600-01/20814-0600-02/20814-0600-0354
Rope guide with overload protection30920-0600-30193
Spacer GreenTrellis30897-0150-10 / 30897-0100-10 / 30897-0200-10152
Spacer Webnet30897-0150-00 / 30897-0100-00 / 30897-0200-00101
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Pos. Anz./Qty. Art.-No. / Standard Bezeichnung / Description Gewicht / Weight

34.452 kg
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The spacers must be installed with
orientation according to the drawing.
Mounting with boring jig 30897-1000
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6000max.
165

2
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System for selection with rope styles W1 / W2 / W3 (20814-0600-0x), as pos. 4, 5
Wall distances of 100mm, 150mm and 200mm recommended with spacers 30897-0xx0-10
Assembly material according to catalog G2 technical, p. 71
The maximal system dimensions have to be modified in case of large building heights or strong wind regions
The dimensions are not indicated according to scale

max.1500

Greenwall can be expanded in the same pattern
if the distances comply to the guidelines

Torque rope guide with
overload protection 30920-0600-30 = 10 Nm
Assembly according to manual
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